4

1

This document is e proparly of Amphenc! Corporafion and is deivared on

xpress condifion that it is not 1o be disclosed, reproduced
hole or In port, for manufocture of sale by ahyons Siher o yied
out its prior concert, & that no right is granted fo disclose

Corporation without

or fo use any Information In this document.

or used,

E)
(COMPONENT

8.30

KEEP 0UT)

REVISIONS
SYM ECN DESCRIPTION DATE |APPROVED
C U S T © M E R P A \/\/ H N G E N/A Change the structure of the pre-load 1209 P
! o
a~
p | WA
. UL
= |
m d 1
m | IV
N 1
| —
MATED VIEW

FEELFEELEELEE LR = ] -
EEEEEEE@EEEEEEEEE E ET RS
[ : -
0.60 6 90
11.68

(SEE LATCH PIN LEENGTH OPTIONS)1.50

HATCH DENOTE TRACE KEEP OUT AREA

2\
[ OBBQQ%@J
_________ ;zﬁaﬁ)_i__! (D\_'J)QX/ g
O,
—{— L A
Hﬂﬂﬂﬂﬂﬁﬂﬂﬂﬂﬂ 0o
—— 19(AT9) 70_):
f--—-|-S=o=-fEE o
0gs | 280 il o
7.20
1.05
40 f/h
(COMPONENT KEEP QUT)

HATCH DENOTE TRACE KEEP QUT AREA

NOTES:

1. MATERIAL:
HOUSING :
COVER:
CONTACTS -
LATCH:
2. RoHS COMPLIANT

3. ORDER P/N SYSTEM:
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Options

standard construction with tape&reel
no resonance damping feature with tape&reel

SOLDER REFLOW PROCESS COMPATIBLE LCP, UL94V-0,COLOR BLACK
STAINLESS STEEL
HIGH PERFORMANCE COPPER ALLOY,PLATING REFER TO P/N SYSTEM
STAINLESS STEEL, SOLDERABLE NICKEL OVER ALL

LATCH PIN LENGTH OPTIONS
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