Pin No. A B C D E
E40.25 198 09 50.81124.99(116.92 | 18.80115.30
554 15 39.201 33.30| 25.25| 26.90| 23.60
. 29 53.051 47.04| 38.96| 40.30| 57.20
i L [ [ 1] 57 69.40] 63.50| 55.42 | 56.95| 53.75
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Currect rating: 3 Amp
Withstanding voltage: 1000V AC

Insulation resistace: T000MQ Min.

E j Temperature range: —=55C to +125°7C
“ ROHS compliant
A£0.38 S Part No.:
B+0.25 - BO5—0XX1X1BN—-01
No.of contact:
+0.
B4—40%2 Cx0.25 E j R 09:9 pos
15:15 pos
Cover 25:25 pos
\ ~ ~ 57:57 pos
Housing color:
ol s * o 71 D+0.25 1:black
o~ . 7 .
N g — 7+ 5: white
< 6:blue
©
N .
2.77 N
— 5 | Strain relief |PBT UL94V—0Q |Color:see part no.
4 | Cover PBT UL94V-0 |Color:see part no.
3 Front shell SPCC Plating: Ni
. . 2 | Housing PBT UL94V-0 |Color:see part no.
Strain Relief 1 Terminal Copper alloy Plating: gold flash and Ni
Item Desc. Material Remark
/% [2020/03/16|Change of part no. and name Jack Chen QUALITY SYMBOLS Tolerance NAME: Z;rsgfugm‘]{;’e t‘ErCeefogieﬂcoet,#i(ibi%‘Oﬂg PART NO.| BO05-0XX1X1BN-01
/A |2019/11/03 Change dimensioning Jack Chen 0 X: x +0.60 REV: C UNIT: mm DRW BY CHK BY APP BY  |DRAWING NO.
X +0.40 .
A [2016/07 /11 |First edition release Jing Li CRITICAL MAJOR - 4095 SCALE:| N:1 |DATE: |2016/07/11 | Huangmei | Jack Chen B0O5-011
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