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Connection
P1 P2
1 Orange white ]
0
Z G:Z:ewmte £ Notes:
3 3 1.Electrical test:100% open,short&miss wire test.
6 Green 6 2.Conductor resistance: 5 ohms max.
Blue 3.Insulator resistance: Tm ohms min, dc 300v 0.071sec.
4 : 4 4.ROHS compliant
5 Blue white 5 5.Part no. description: A1T0—00811XXX—-6X,
7 Brown white 7 XXX:001=length: 10cm
8 brown 8
Shell [2 Shell
5 | Screw Steel,plating Ni 2pcs
4 | Overmold PVC 45P color:black NA
Note: 3 | Mold LDPE NA
No. Part No. Cable 2 | Connector RJ45 connector,8P8C male with shell. 2pcs
1 A10-00811XXX-62 | CAT.6 SFTP 4Px26AWG,0D6.0mm,black 1 | Cable See note
2 | A10-00811XXX-6H | CAT.6 SFTP 4Px26AWGmM,0D6.8mm,black,flexible cable ltem| Part name Description Qty
QUALITY SYMBOLS Tolerance NAME:  |on \CATo SETP.dpair+26amg - ASDlack | PART NO.| A10-00811XXX-6X
Length(mm) | Tolerance(mm) . ,
A 2023/03/01 | Change of wire specification Jack Chen 0. (R 5002000 0 REV: A UNIT: mm DRW BY | CHK BY | APP BY |DRAWING NO.
CRITICAL MAJOR | 2001~5000 +100 . . i i _
A 2022/04/20 | First edition release Jock Chen - — SCALE:| NONE |DATE: | 2022/04/20 | Qiang Liao | Jack Chen A10-029
2 A2 A \ http:/ /www.lineconn.com
SIDE DATE DESCRIPTION APPROVER ZERO DEFECT S.P.C {} % lineconn  RETHHERETHRAT TEL:0769-85181660 85181770
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